AUTOBASE Watch Program User’s Manual

Chapter 3 Usage of the View Menu


3.6 Using alarm watch menu
 XE "Alarm watch" 
Selecting alarm watch screen
Alarm watch screen appears by pressing ‘Alarm’(‘CTRL+6’ key) at view text menu or [image: image1.png]


 icon at the tool box as shown in <Fig. 3-150>.
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<Fig. 3-150> Alarm watch screen
Contents of alarm watch screen
Alarm watch screen shows the number of alarms generated by day as shown in <Fig. 3-150>.  Alarm content viewing can be selected by double clicking the left button of the mouse or pressing the ‘ENTER’ key on the alarm date of the alarm watch screen.
Menu button of alarm watch screen
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<Fig. 3-151> Menu button of alarm watch screen
3.6.1 Alarm content view
 XE "Alarm content view" 
Selecting alarm content view
Alarm content view screen appears by pressing [image: image4.png]View[ENT]



 (‘ENTER’ key) at the alarm watch screen as shown in <Fig. 3-152>.
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P Date Time Tag Description Mes
\ 000 2000/71/76 10:01:30 PRY-STH-HD STEAM HEAD PRESS NEW 3.00 ke /G -HiHi Status
2 000 2000/11/16 10:01:32 PTE-CY-RH CW RETURN HEAD Temp CNF 1.00 © -Min value
3 000 2000/11/16 10:01:32 PTE-CY-RH CW RETURN HEAD Temp RET 3.00 c —return normal
4 000 2000/11/16 10:02:48 PRY-CY-RH CY(CY) WithDrawal Pr CNF 1.00 kg /eG-Min value
5 000 2000/11/16 10:02:48 PRY-CY-RH CY(CY) WithDrawal Pr RET 5.00 kg /G -return normal
6 001 2000/11/16 10:02:56 PRY-CY-SH CW SUPPLY HEAD PRES CNF 1.00 kg /erG-Min value
7 000 2000/11/16 10:02:56 PRY-CY-SH CW SUPPLY HEAD PRES RET 5.00 kg /G -return normal
B 000 2000/11/16 10:06:55 PTE-CY-SH CW SUPPLY HEAD Temp NEW 10.00 c -HiHi Status
9 000 2000/11/16 10:06:56 PTE-CY-RH CW RETURN HEAD Temp NEW 10.00 c -HiHi Status
10 000 2000/11/16 10:07:33 PRY-CW-RH CY(CY) WithDrawal Pr NEY 0.00 kg /G -Lolo Status
11 002 2000/11/16 10:07:41 PRY-STH-HD STEAM HEAD PRESS NEY 0.00 kg /G -Lolo Status
12 000 2000/11/16 10:07:42 PRY-CW-SH CW SUPPLY HEAD PRES NEY 0.00 kg /G -Lolo Status
13 000 2000/11/16 10:07:45 PRY-WATER] WATER 1 PRESS NEY 0.00 kg /G -Lolo Status
14 000 2000/11/16 10:07:45 PRY-WATER2 WATER 2 PRESS NEY 0.00 kg /G -Lolo Status
15 001 2000/11/16 10:08:32 PRY-STH-HD STEAM HEAD PRESS CNF 0.00 kg /erG-Min value
16 000 2000/11/16 10:08:32 PRY-STH-HD STEAM HEAD PRESS RET 1.00 kg /G -return normal
17 002 2000/11/16 10:08:35 PRY-WATER! WATER 1 PRESS CNF 0.00 kg /erG-Min value
18 000 2000/11/16 10:08:35 PRY-WATER! WATER 1 PRESS RET 1.00 kg /G -return normal
19 000 2000/11/16 10:08:35 PRY-WATER2 WATER 2 PRESS CNF 0.00 kg /erG-Min value
20 002 2000/11/16 10:08:35 PRY-WATER2 WATER 2 PRESS RET 1.00 kg /G -return normal
21 000 2000/11/16 10:09:43 PTE-AHUT AHUT Temp NEW 8.00 ¢ -HiHi Status
22 000 2000/11/16 10:10:01 PRY-STM-HD STEAM HEAD PRESS NEY 3.00 kg /G -HiHi Status
23 000 2000/11/16 10:11:35 PRY-CY-RH CY(CY) WithDrawal Pr CNF 0.00 kg /eG-Min value
24 000 2000/11/16 10:11:35 PRY-CY-RH CY(CY) WithDrawal Pr RET 5.00 kg /G -return normal
25 002 2000/11/16 10:11:44 PRY-CY-SH CW SUPPLY HEAD PRES CNF 0.00 kg /eG-Min value
26 000 2000/11/16 10:11:44 PRY-CY-SH CW SUPPLY HEAD PRES RET 5.00 kg /G -return normal
27 000 2000/11/16 10:13:03 PRY-CY-RH CY(CY) WithDrawal Pr NEY 7.00 kg /G -HiHi Status
28 000 2000/11/16 10:13:08 PLY-SUMP SUMP LEVEL NEW 80.00 % -HiHi Status
29 000 2000/11/16 10:13:09 PLY-CONDEN CONDENSATE LEVEL NEW 80.00 % -HiHi Status
30 DOD 2000/11/16 10:13:14 PRY-WATER! WATER 1 PRESS NEY 7.00 kg /G -HiHi Status
A1000 PONNAT AR 1N:13:]4 PR TFR?. WATFR ? PRFSS NFW  7.00 ko /w3 -HiHi Status
Close | Priority | Print | Print Font





<Fig. 3-152> Alarm content view screen
Description of alarm content view
Alarm content view screen show order number, order of priority, generated time, tag name, tag description, alarm content etc. as shown in <Fig. 3-153>.

Alarm order of priority view
Alarm content can be seen in the order of priority by selecting alarm order of priority at the dialog box that appears when [image: image6.png]Priority



 is pressed.
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<Fig. 3-153> Alarm content view screen
Alarm content viewing by date
Use ‘ViewAlarmList’ function at the control program and designate the year, month, day when user wants to see alarm content that are over 2 days.
Printing alarm content
Current alarm content can be printed by pressing [image: image8.png]Print



 at the alarm content view screen.  

Font type, and font size for alarm content printing can be set by pressing [image: image9.png]Print Font



.
3.6.2 Deleting alarm content
 XE "Deleting alarm file" 

 XE "Deleting alarm content" 
Deleting method of alarm content
File containing the selected alarm content is deleted by pressing [image: image10.png]Delete[DEL]



 (‘DEL’ key) at the alarm watch screen.
Alarm file can be deleted by accessing the data saved directory using file manager or ‘DOS’.
Alarm content file name is given by the created ‘year, month, day’ and the extension is ‘alm’.(example : 
[image: image11.png]cWcatdatatitalarmit 19961007, alm



)
3.7 Using alarm event window menu
 XE "Alarm event window" 
Selecting alarm event window
Alarm event window screen appears by pressing ‘Alarm event window’ at the view text menu.
Alarm type shown on the alarm event window is the alarm set to ‘During outbreak of alarm’, ‘Until user confirmation’ at the ‘Alarm order of priority setup’ menu.
Name, font size, alarm arranging method etc. of the event window are set at the editing program.
Alarm event window is same menu as ‘Alarm window’ of section 3.1.4.
3.8 Log content view
 XE "Log content view" 
Selecting log content view
Log content can be seen by pressing ‘Log’ (‘CTRL+7’ key) at the ‘View’ text menu or pressing [image: image12.png]


 icon with the left button of the mouse at the tool box of the watch screen.
Contents of log content view
Log content view shows the ‘yearly, monthly, daily’ log(executed state file) as shown in <Fig. 3-154>.
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<Fig. 3-154> Log content view

Menu button of log content view
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<Fig. 3-155> Function button of log content view watch screen

3.8.1 Daily log content view
 XE "Daily log content view" 
Selecting daily log content view
Log content view screen appears by pressing [image: image15.png]View[ENT]



 (‘ENTER’ key) at the log content view as shown in <Fig. 3-156>.
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<Fig. 3-156> Daily log content view screen
Contents of daily log content view screen
This screen shows the data for judging the conditions of the watch program such as program operating condition and error condition.
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<Fig. 3-157> Description of daily log content view screen

3.8.2 Deleting log content file
 XE "Deleting log file" 
Deleting method of log content file
File containing the selected log content is deleted by pressing [image: image18.png]Delete[DEL]



 (‘DEL’ key) at the log content view.
Log content file name is given by the created ‘year, month, day’ and the extension is ‘log’.(example : 
[image: image19.png]ctcatdatatitlogh 19960819, log
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