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Chapter 3 Usage of the View Menu


3.5 Using digital output watch
 XE "Digital output watch" 
Selecting digital output watch screen
Select ‘Digital output’ after selecting ‘View’ menu or press [image: image30.png]Service
Topic

Item




 icon at the tool box of the watch screen to select the digital output watch screen.
Also, digital output watch screen can be selected by pressing ‘CTRL+5’ at the watch screen.
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35 |AMO-AH2-HE AHUZ Humid Man/Auto N -
37 AMO-PA1-TE PACT Tenp Man/Auto
33 AMO-PA1-HE PACI Humid Man/Auto
39 AMO-PA2-TE PACZ Tenp Man/Auto N -
40 AMO-PA2-HE PACZ Humid Man/Auto
41 AMO-VAVSF  3F VAY Man/huto
42 AMO-VAYSF1 SF-1 VAYMan/Auto
43 AMO-VAYSF2 5F-2 VAY Man/Auto
44 AMO-HWG Stean Water Man/Auto
45 AMO-HEX HeatEx  Man/Auto N -
46 AMO-FCUIF  FCU 1F Man/Auto
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53 [120-FCUIF FCU IF 18t /2nd o -
54 |120-FCURF FCU 2F 18t /2nd on
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<Fig. 3-140> Digital output watch screen
Contents of digital output watch screen
<Fig. 3-141> shows contents of digital output watch screen.
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<Fig. 3-141> Contents of digital output watch screen
Menu selecting button of digital output watch screen
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<Fig. 3-142> Menu selecting button of digital output watch screen
Changing digital output value  XE "Changing digital output value" 
Dialog box for changing the digital output value appears by pressing [image: image5.png]Out [F3]



 (‘F3’ key) at the digital output watch screen as shown in <Fig. 3-106>.  Digital output value can be changed by pressing ‘Operate’ or ‘Stop’.
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<Fig. 3-143> Digital output value changing dialog box
Digital output related menu changing dialog box
Double click the left button of the mouse or press ‘ENTER’ at the digital output watch screen to change the menu to digital output detailed watch screen.  Menu changing dialog box appears by pressing the right button of the mouse as shown in <Fig. 3-144>.
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<Fig. 3-144>Menu changing dialog box of digital output watch screen
3.5.1 Digital output detailed watch
 XE "Digital output detailed watch" 
Selecting digital output detailed watch screen
Press [image: image8.png]Detail [Ent]



 (‘ENTER’ key) at digital output watch screen or ‘Digital output detailed watch’ at digital output menu dialog box to open digital output detailed watch screen as in <Fig 3-145>.
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<Fig. 3-145> Digital output detailed watch screen

Contents of digital output detailed watch screen
Digital output detailed watch screen shows the change of digital output state for 120sec.(2min.).
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<Fig. 3-146> Digital output tag setup value indicating part
<Fig. 3-146> shows the digital output tag setup value indicating screen.  ON and OFF description, port, station and digital output address is indicated.
Menu button of digital output detailed watch screen
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<Fig. 3-147> Menu button of digital output detailed watch screen
Changing digital output value  XE "Changing digital output value" 
Digital output value changing dialog box appears by pressing [image: image12.png]Change [F3]



 (‘F3’ key) at the digital output detailed watch screen.  Digital output value can be changed by pressing ‘Operate’ or ‘Stop’.
Menu changing dialog box of digital output detailed watch screen
Menu changing dialog box appears by pressing the right button of the mouse at the digital output detailed watch screen as shown in <Fig. 3-148>.
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<Fig. 3-148> Dialog box of digital output detailed watch screen

3.5.2 Changing digital output tag setup value
Digital output tag active/inactive  XE "Digital output tag active/inactive" 
Pressing [image: image14.png]het [F9)



 (‘F9’ key) at the digital output watch screen activates the selected digital output tag and pressing [image: image15.png]het [F9)



 (‘F9’ key) again turns it to inactive tag.
Changing digital output tag setup value
Digital output tag setup value changing dialog box appears by pressing [image: image16.png]Tag[F11]



 (‘F11’ key) at the digital output watch screen as shown in <Fig. 3-149>.
Contents of digital output tag setup value changing dialog box
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<Fig. 3-149> Digital output tag setup value changing dialog box
Usage and explanation of each element of digital output setup value changing dialog box is as follows.
1) Help for digital output tag setup value change
Help screen for digital output tag setup appears by pressing [image: image18.png]Help



 at digital output tag setup value changing screen.
2) Tag name indicating part
This domain shows the name([image: image19.png]Tag

AMO-FCU2F




) of selected digital output tag.  The tag name can be changed(1~10 letter alphabet, number etc.) using tag editor or text editor.  The tag name cannot be adjusted at the tag setup value dialog box.
3) Tag description changing part
This domain shows description ([image: image20.png]Des

[FCU2F Man/huto




) of the tag. Tag description can be created using less than 20 letters of Korean(less than 10 letters), English, number, special letters.
4) Tag type selecting part  XE "PLC_SCAN tag" 

 XE "DDE tag" 

 XE "Indirect tag" 
This part is for selecting the tag type from ‘PLC_SCAN tag’, ‘DDE tag’, or ‘indirect tag’.
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‘PLC_SCAN tag’ is directly connected to a communication program, ‘DDE tag’ is connected to the DDE server program, and ‘indirect tag’ is used by linking to other tags.
5) Communication port changing part  XE "Communication port" 
This part is for inputting the port number([image: image22.png]


) of the digital output tag from 0~255.  (See communication program manual)
6) Station setting part XE "Station" 
This part is for setting the station([image: image23.png]Station [0




) of controller or PLC connected to the monitoring system.  There is a specfic value according to controller or PLC type.  In the case of parallel connected PLC, each PLC has a different station number.
7) Communication address setup changing part XE "Communication address" 
This domain is for setting the communication memory address
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) of PLC and controller.
8) Extra 1 setting part  XE "Extra1" 
This part is for setting the communication domain ([image: image25.png]Extral M




) of the controller or PLC.  For example, in the case of Master-K PLC, set one of the memory domains at Extra 1 from memory domains such M, P, K etc. 
9) Extra 2 setting part XE "Extra2" 
This domain([image: image26.png]


) is used when the output setup using Extra 1 is insufficient.  Most of the controller does not need the setup of Extra 2. (See communication protocol manual)
10) ON, OFF description inputting part  XE "ON description" 

 XE "OFF description" 
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This part is for inputting the description when the digital output current value is ON or OFF state. ‘ON’ description can be created using less than 6 letters of Korean, English, number etc.
11) Repeated output time setting part  XE "Repeated output time" 
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Set the repeated output time if it is necessary to send the digital output value to the PLC and controller continuously. 

If the repeated output time is ‘0’ then it does not repeat the output.

12) DDE setting part XE "DDE setting" 

This part is for the input of service, topic, and item when the tag type is set to DDE tag(window basic form).
13) Relay type setting part  XE "Relay Type" 
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There are 2 types of digital output tag relay type which are latch and pulse.
Designate the pulse time(second unit) at the pulse time dialog box when the relay type is pulse.
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