AUTOBASE Watch Program User’s Manual

Chapter 3 Usage of the View Menu


3.3 Using analog output watch
 XE "Analog output watch" 
Selecting analog output watch
Select ‘Analog output’ after selecting ‘View’ menu or press [image: image1.png]


 icon at the tool box of the watch screen to open the analog output watch screen.
Also, analog output watch screen can be selected by pressing ‘CTRL-3’ at the watch screen.
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<Fig. 3-103> Analog output watch screen
Contents of analog output watch screen
<Fig. 3-104> shows contents of analog output watch screen.
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<Fig. 3-104> Contents of analog output watch screen
Menu selecting button of analog output watch
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<Fig. 3-105> Menu selecting button of analog output watch screen

Changing analog output value  XE "Changing analog output value" 
When user presses [image: image5.png]Change [F3]



 ('F3' key) at the analog output watch screen a dialog box for changing the analog output value appears as shown in <Fig. 3-106>.
Input the desired output value in <Fig. 3-106> and press [image: image6.png]0K




 to write the set output value on the analog connected to PLC and controller.
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<Fig. 3-106> Analog output value changing dialog box
Analog output related menu changing dialog box
Double click the left button of the mouse or press ‘ENTER’ at the selected analog output tag screen to change the menu to analog output detailed watch screen.  Menu changing dialog box appears by pressing the right button of the mouse as shown in <Fig. 3-107>.
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<Fig. 3-107> Menu changing dialog box of analog output watch screen

3.3.1 Analog output detailed watch
 XE "Analog output detailed watch" 
Selecting analog output detailed watch menu
Press [image: image9.png]Detail [Ent]



 (‘ENTER’ key) at analog output watch screen or ‘Analog output detailed watch’ at analog output menu dialog box to open analog output detailed watch screen as shown in <Fig 3-108>.
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<Fig. 3-108> Analog output detailed watch screen

Contents of analog output detailed watch screen
Analog output detailed watch screen shows the change of analog output current value for 120sec.(2min.) as shown in <Fig. 3-108>.
Indicating analog output tag setup value
Analog output MAX/MIN value, PLC MAX/MIN value, and communications setup are shown on the bottom of analog output tag detailed watch screen as shown in <Fig. 3-109>.
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<Fig. 3-109> Analog output setup value indicating screen
Menu button of analog output detailed watch screen
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<Fig. 3-110> Menu button of analog output detailed watch screen

Changing analog output value  XE "Changing analog output value" 
Analog output value changing dialog box appears by pressing [image: image13.png]Change [F3]



 (‘F3’ key) at the analog output detailed watch screen.
Input the desired output value at the analog output value changing dialog box to change analog value connected to PLC and controller.
Menu changing dialog box of analog output detailed watch screen
Menu changing dialog box appears by pressing the right button of the mouse at the analog output detailed watch screen as shown in <Fig. 3-111>.
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<Fig. 3-111> Dialog box of analog output detailed watch screen
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