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Chapter 2 Description of the General Image and Summary of Used Keys
 XE "Description of the general image and used keys" 

 XE "Description of the general image" 
2.1 Description of the general image
When the Watch Program is executed <Fig. 2-1> appears.  Let’s examine each image.
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<Fig. 2-1> First screen of the Watch Program
2.1.1 Program name indicating part
An inherent funtion of Windows which shows the name on the top part of the window as shown in <Fig. 2-2>.  XE "Testmode" 
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<Fig. 2-2> Program name indicating part
Autobase is the name of the program in the figure above.  Also, Testmode is a mode in which input/output values are arbitrarily changed without using a communication protocol.
In addition, words inside [] show details of the window (MDI).   [image: image3.png]


 is the system menu icon.  [image: image4.png]


 icon temporarily closes the active window, [image: image5.png]


 icon makes the window full size or small size and [image: image6.png]


 icon closes the window.
These icons are inherent functions of Windows and the icon shape may change according to the Windows version.
The name indicating part can be made to not show on the screen depending on the user’s taste.(See Chapter 4)

2.1.2 Text menu indicating part
 XE "Text menu" 
This is the part where words such as file, view, environment setup are written.
<Fig. 2-3> shows the text menu indicating part.  User can select the text menu by moving the mouse cursor to the word and clicking the left button or by pressing ‘ALT’ or ‘F10’ and using the directional keys and pressing ‘ENTER’.
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<Fig. 2-3> Text menu indicating part

Text menu indicating part is composed of the following.
1) File : Menu includes user login and logout, function for sending and receiving mails to each user, print screen, save and exit.
2) View : Menu includes graphic, analog, digital, alarm, alarm event window, log, program, communication memory, string tag, group tag DO, terminal selection, control block.

3) Environment setup : Menu includes total alarm, font, color, data management, orderly watch, user, DDE setup, graph starting time, printer, other environment setup, set time automatic operation, automatic DB save, estimate diagnosis setup, upper title, show menu etc.

4) Tool : Menu for the positioning of view box, module editor, calculator etc.
5) Window : Menu for setting the shape of the window.

6) Help : 
Help menu for usage and functions of the watch program.
2.1.3 View box
 XE "View Box" 
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<Fig. 2-4> View box
User can express the view box in various ways using the view box menu under the tool menu.  <Fig. 2-4> is the initial view box.

2.1.4 Vertical scroll bar
 XE "Vertical scroll bar" 
Scroll bar on the right side of the watch program is the vertical scroll bar.
If the user presses the [image: image9.png]


, [image: image10.png]


 icon with the left button of the mouse the screen moves accordingly.  If the user presses in between the icons the screen moves according to the current position.
If the user drags the [image: image11.png]


 icon located in the middle of the bar up or down and releases it at a certain point, the screen changes according to the location of the [image: image12.png]


 icon.

The scroll bar may not appear according to the type and condition of the window.

2.1.5 Horizontal scroll bar
 XE "Horizontal scroll bar" 
Scroll bar on the bottom of the watch program is the horizontal scroll bar.
If the user presses the [image: image13.png]


, [image: image14.png]


 icon with the left button of the mouse the screen moves accordingly.  If the user presses in between the icons the screen moves according to the current position.
If the user drags the [image: image15.png]


 icon located in the middle of the bar left or right and releases it at a certain point, the screen changes according to the location of the [image: image16.png]


 icon.

The scroll bar may not appear according to the type and condition of the window.

2.1.6 Menu button
 XE "Menu button" 
Button at the bottom of the horizontal scroll bar of the Watch Program is defined as the ‘Menu button’.
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<Fig. 2-5> Menu button
<Fig. 2-5> is the menu button of the graphic watch screen.  There is a home, back menu button and certain menu buttons appear according to the type of watch screen.

2.1.7 Window internal domain
<Fig. 2-1> to <Fig. 2-6> which show the contents of the Watch Program are window internal domain.
<Fig. 2-6> shows the window internal domain of the graphic watch screen.  Window internal domain changes according to the type of screen.
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<Fig. 2-6> Window internal domain

2.2 How to use the mouse
Generally, the mouse is used as follows.
Mouse movement : Place the mouse on a flat surface and move it up, down, left, right to a desired spot.
Left button of the mouse : It is used for most of the function selecting and menu opening.  If you choose left-handed on the windows environment setup then the right and left buttons are reversed.
Middle button of the mouse : We don’t use it.
Right button of the mouse : It is used as a menu selecting button in a graphic watch, analog related watch and digital related watch screen.  If you choose left-handed on the windows environment setup then the right and left buttons are reversed.
2.3 Usage of the keyboard and summary of the quickkeys
 XE "Quickkeys" 
The quickkeys used in Watch Program are generally as follows.
ENTER : Used in selecting a function or OK.
ESC : Used in canceling a function or going to the back menu.
SYMBOL 225 \f "Wingdings",SYMBOL 226 \f "Wingdings",SYMBOL 223 \f "Wingdings",SYMBOL 224 \f "Wingdings" (directional key) : Used in moving up, down, left, right inside the window or in the menu.
ALT, F10 : Used to move to the text menu.
CTR+O : Quickkey for user login.

ALT+P : Quickkey for screen print.

ALT+F4 : Quickkey for Autobase program exit.
CTR+1 : Quickkey for graphic watch screen.
CTR+2 : Quickkey for analog input watch screen.
CTR+3 : Quickkey for analog output watch screen.
CTR+4 : Quickkey for digital input watch screen.
CTR+5 : Quickkey for digital output watch screen.
CTR+6 : Quickkey for alarm state watch screen.
CTR+7 : Quickkey for log watch screen.
CTR+8 : Quickkey for control program watch screen.
CTR+9 : Quickkey for communication state watch screen.
F5 : Quickkey for Autobase name indicator removal.
SHIFT+F5 : Quickkey for stair style aligning of MDI windows.
SHIFT+F4 : Quickkey for checkered style aligning of MDI windows.
CTRL+F4 : Quickkey for closing current MDI window.
PGUP, PGDN, HOME, END, -, +, other function keys : Used as different purposes for each watch screen.
Other Window quickkeys : Basic quickkeys used in Window.
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